ARY Dasecher .
eph<~ AUET

i - tiflabor
EntWICklungS _U n((; anlfl Durch das Deutsche Akkreditierungssystem Priifwesen (DAP)
Holztechnologie Gm nach DIN EN 150 17025 akkreditiertes Priflaboratorium
- D- Die Akkreditierung gilt fiir die in der Urkunde aufgefiihrten Priifverfahren
Zelleslc:‘jr(\iNeng dD 01217 Dresden (Reqistrios-Rr- DAP-PL1033.00)
www.ihd-dresden.ae

TEST CERTIFICATE

Product: Glimtrex Hardwax Oil
(application according to producer instructions)

Costumer: Glimtrex GmbH, Woste 52, D-48291 Telgte
Order: Determination of the slippery resistance
Test methods: - Determination of the slippery resistance according to E DIN 51131

- Determination of the slippery resistance according to EN 13893
Test report: 276078

Test result:

Slippery resistance according to E DIN 51131 Slippery resistance according
(Leather slider) to EN 13893
(Rubber- and leather slider)

Sliding friction coefficient 4 | Assessment of the slippary resistance *) | Sliding friction coefficient u

0,42 conditional safe 0,58

(") & <0,30 = unsafe 0,30 £ u £ 0,45 = conditional safe u > 0,45 = safe

Classification in levels of use according to the ,,ihd Anforderungsprofil fiir HolzfuBbodenlackierun-
| gen®, Version 01/2003

Requirements of level of use 1 — 6 are fulfilled**

(™) Level of use 1 = moderate use in the domestic area
Level of use 6 = heavy / intensive use in the commercial area

Dresden, 21.03.2006
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Head of laboratory

Engineer in charge




